




















The SENSIT® HXG-2 instrument is factory cali-
brated for methane in air.   The alarm will
indicate when the gas concentration at the
sensor approaches the Alarm Set Point.  The
Alarm Set Point is adjustable by the user for
any gas concentration within the range of 0%
to 40% of the lower explosive limit.  The alarm
response in the presence of any other gas
will be different.

SENSIT® is a registered trademark of J And N
Associates, Inc.
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Ask about these other  fine instruments
from J And N.

SENSIT®HXG-3  - Combustible Gas
Indicator
SENSIT®  - Refrigerant Gas Detectors
SENSIT® GOLD - Confined Space and Leak
Detection Products
SENSIT® GOLD CGI - Up to 4 Gas Combus-
tible Gas Indicator

TRAK-IT® lll CGI - Combustible Gas Indicator

GAS•TRAC® - Combustible Gas Detector

TRAK-IT® DM/DMS-CO - CO Attachments for
Digital Multimeters

OTHER PRODUCTS

SENSIT® HXG-2 is approved by Underwriters
Laboratories to UL913, for Class 1, Division
1, Groups C & D hazardous locations when
used with alkaline batteries.

SAFETY

This safety symbol is use to indicate a potentially hazardous situation
which, if not avoided, may result in minor or moderate injury.

CAUTION



Meets Gas Research
Institute (GRI)
requirements for testing
residential gas
furnace heat
exchangers using GRI
procedure number
84/0162.

SENSIT®HXG-2

For use with combustible gases
Instruction Manual
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Phone: (219) 759-1142
Fax: (219) 759-1835
Order Line  (800) 820-6199
www.jandnent.com

Approved
UL913,
For Class 1,
Division 1,
Groups C & D
hazardous locations
when used with
alkaline batteries.
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CLASSIFIED

Gas Leak Detector




